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Abmessungen RAC18-35)WED

NOTE:
    1.For outdoor unit installation , allow at least 2 sides of space around the unit ensure ventilation flue.
    2.The connecting pipe , should all the insulated with insulation pipe.
    3.Piping length is within 20m.
    4.Height d fferent of the piping between the indoor unit and outdoor unit s ould be within 10m.hi
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7 Allgemeine Abmessungen
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  � RCI-(3.0-6.0)FSN4 mit Blende P-N23NA2
860 ~910 

(Deckenöffnung)

(für Befestigungsschraube)

Schaltkasten

4-12 x 32 Öffnungen 
(für Befestigungsschraube)
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Befestigungsschrauben M10 oder W3/8 
(nicht mitgeliefert)

95 (Gasleitung)

160 (Flüssigkeitsleitung)

758 (Abflussleitung)
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Ansteigende Ablassleitung
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Leitungsadapteranschluss

Ansicht von C

Ansicht von B LufteinlassgitterOptionale 
Luftaustrittsblende

(nicht mitgeliefert)(optional)
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Ansicht A

Nr. Beschreibung Bemerkungen
1 Luftauslass 4-Wege

2 Lufteinlass

3 Kältemittelgasanschluss (Gas) Konusmutter. ø15,88

4 Kältemittelanschluss (Flüssigkeit) Konusmutter, ø9,52

5 Abflussanschluss ø32 (VP25)

6 Bohrung für Verkabelung Stanzloch. ø30

7 Halterung für die Aufhängung des 
Geräts (4x) M10 oder W3/8

8 Schraube für die Aufhängung des 
Geräts (4x) M10 oder W3/8

9 Fernbedienung Optional (PC-ARFPE wird empfohlen)

10 Abgeschirmtes Torsionskabel Für Fernbedienung

? H I N W E I S
Zwischen Wand und Blendenrand muss ein Abstand von mindestens 1.500 mm verbleiben, um Kurzschlüsse des Luftstroms zu vermeiden.
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